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abstract: The article reports on current conservation and restoration work being carried out in 
the temple of hatshepsut in deir el-Bahari by a polish-egyptian mission from the pcma. 
This includes the north chapel of amun, the Bark hall, and osiride statues in the coronation 
portico, as well as preliminary preservation of about 4500 pieces of sandstone sphinxes from mma 
excavations at the beginning of the 20th century, now rediscovered in the storeroom. 
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current conservation research and work 
were carried out on the Upper terrace 
of the hatshepsut temple, in the royal 
cult complex, north chamber of 
amun-re, Bark hall and reconstruction 
of the osirides. Work started on the 
reconstruction of the sphinx statues of 
hatshepsut. monitoring started of the state 
of preservation of the complexes of the 
chapel of hathor, lower shrine of anubis 
and individual blocks kept in the lapidaries.

conserVation WorK in 
the compleX of the royal 

mortUary cUlt (crc) 
decorated blocks and fragments of blocks 
with sunken relief from the southern end 
of the east Wall of the courtyard of the 
complex of royal cult (crc-c) were 
selected for conservation in preparation 
for an anastylosis of this part of the wall 
(see szafrański 2011: 197–198). Thirteen 
blocks were cleaned of secondary mortar 
(gypsum and cement mortars from the mid 
20th century) and structurally reinforced 

with a silicon-organic preparation 
funcosil 300 (remmers). cracks were 
filled with modified renovation putty 
ceresit (henkel). The faces of the blocks 
were cleaned of secondary deposits with 
compresses made of powdered sepiolite 
and water. a similar method was used to 
clean the preserved northern section of 
the east Wall of the vestibule; 27 blocks 
were preserved with the silicon-organic 
preparation (this work was carried out by 
Krystyna Wadzyńska).
 in the next stage two courses of the 
southern part of the east courtyard wall 
were reconstructed, the blocks being 
replaced in their original position based 
on a reconstruction project prepared 
by olga Białostocka (epigraphical and 
iconographical analysis) and teresa Kaczor 
(architectural inventory). The anastylosis 
was carried out by a team comprising 
olga Białostocka, rajmund W. gazda, 
Krystyna Wadzyńska, teresa Kaczor and 
the project’s rais, ragab yassin. The work 
is planned for three successive seasons, 
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Artwork conservators: rajmund W. gazda (chief conservator), maria lulkiewicz-podkowińska, 
Wojciech myjak, andrzej sośnierz, Krystyna Wadzyńska, assisted by four technical restorers from 
the supreme council of antiquities

team

hence no aesthetizing work was carried out. 
The structural bedding was left in full view 
[Fig. 1]. 
 The southern section of the east wall 
of the chapel of hatshepsut (ch) was 
conserved up to the cornice. The wall had 
been reintegrated a hundred years ago by 
the egypt exploration fund. it is currently 
built of 27 decorated blocks. The gaps 
are filled by bricks bonded with gypsum 
mortar and with limestone blocks. The bas 
relief was executed with precisely finished 
hieroglyphs. partly preserved polychromy 
was studied to determine the character of 
the painterly execution.

 secondary gypsum putties were 
removed in order to reveal the edges of the 
blocks. The surface of the blocks was cleaned 
by the same methods as described above. 
primal was applied to surface cracking 
of the stone. The paint layer was fixed with 
a 5% solution of paraloid B72 in toluene 
(conservation carried out by conservator 
maria lulkiewicz-podkowińska).

finishing WorK
 in the northern chamBer 

of amUn-re 
conservation of the northern chamber 
of amun-re (na), started in the second 

Fig. 1.  Southern part of the east courtyard wall in the Royal Mortuary Cult Complex, view after 
anastylosis (All photos by the author)
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half of the 1990s, reached a point at which 
consolidation and aesthetizing of the ceiling 
was carried out. The roofing structure 
had been introduced before the polish 
conservation project started in 1961. faults 
observed in the structure were repaired with 
henkel mortar and the cement mortar 
was removed from the original ceiling slab 
decorated with polychromy recreating the 
heavens in the southern part of the shrine 
(the work was carried out by egyptian 
technical restorers under the supervision 
of conservator rajmund W. gazda). 
professional spot lighting (designed by 
engineer mieczysław michiewicz) was 
mounted to bring out the decoration on 
the walls. gaps by the edge of the blocks 
in the lower and central part of the east 
wall of the shrine and to a lesser extent the 
west wall (using renovation putty (carried 
out by conservator rajmund W. gazda). 
The interior jamb surfaces were cleared 
of grime and secondary mortar, revealing 
a text devoted to sennemut on the western 
jamb (conservation carried out by maria 
lulkiewicz-podkowińska). The text was 
known from the documentation prepared 
by the egypt exploration fund and had 
disappeared under a deposit of grime. The 
walls of the jambs were unified aesthetically 
with modified mineral plaster after first 
protecting the stone with funcosil 300 
(work carried out by Krystyna Wadzyńska).

BarK hall (Bh)
The previously reconstructed so-called 
Sema–tawy scene was supplemented 
with a fragment of a block carved with 
a representation of the head of the eastern 
(right) figure of a fertility deity. The fragment 
was cleaned and protected with funcosil 
300, then mounted back in the original 
position with a renovation mortar. The 

bottom surface of the fragment corresponds 
with the course of wall blocks (conservation 
by rajmund W. gazda) [Fig. 2]. 

osiriac statUes from 
the coronation portico 

The reconstruction and conservation program 
of the osiriac statues from the coronation 
portico was continued (carried out by 
conservator-sculptor Wojciech myjak). The 
work covered the faces and crowns of osirides 
nos iV, Xii and Xiii [Fig. 3].  

reconstrUction of 
hatshepsUt’s sphinX statUes 

The 4500 fragments of sandstone sphinxes 
brought to the hatshepsut temple 
lapidaries were documented (see smilgin 
2012, in this volume) and subjected to 
preliminary conservation (by conservator 
andrzej sośnierz). 

Fig. 2.  Sema-tawy scene from the Bark Hall, 
after reconstruction with a new fragment
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preserVation monitoring
monitoring of the state of preservation of 
particular elements of the temple led to 
the following decisions regarding future 
projects: 
– vestibule of the hathor shrine (hs-V): 
construction and consolidation work on 
the cracked structure of the ceiling slabs 
and architraves, removing at the same time 
the temporary wooden supports;
– lower shrine of anubis (asl): electronic 

weather monitoring system and gypsum 
seals for the purpose of technical control 
of the shrine;
– storage space for decorated blocks 
(wooden shelves and linen/mat covering 
for blocks removed temporarily from the 
chapel of hatshepsut and from the royal 
cult complex, as well as for the blocks from 
the store on the level of the lower terrace, 
which will be arranged in the future as an 
open lapidary.
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Fig. 3.  Reconstructed Osirides in the Coronation Portico 


